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SG3216B150

SG3216B200

SG3216B300

SG3216B350

SG3216B400

SG3216B470

2

2

2

2

2

2

SG3216B600 2

105-195

140-260

210-390

245-455

280-520

420-780

329-611
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0.5

0.5
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FEATURES

Surface Mounting Design 3.2*1.6*1.6mm

High Current Handling Capability 500A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS AND RECOMMENDED SOLDERING PAD

2.0mm

1.8mm

4.0mm

1.6±0.3mm

3.2±0.3mm

1.6±0.3mm

D

C

B

A

E

F

DC

BA

E

F

Ref. mm

SG3216

1 2

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)

Schematic 
Symbol



550

650

550

650

700

900

750

900

950

950

1150

1450

2

2

2

2

2

2

2

2

2

2

2

2

1

1

1

1

1

1

1

1

1

1

1

1

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.5

0.5
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SG3225B070

SG3225B090

SG3225B150

SG3225B200

SG3225B230

SG3225B300

SG3225B350

SG3225B400

SG3225B420

SG3225B470

SG3225B600

SG3225B800

2

2

2

2

2

2

2

2

2

2

2

2

56-93

63-117

120-180

160-240

184-276

240-360

280-420

320-480

336-504

376-564

420-780

560-1040

2/17

FEATURES

Surface Mounting Design 3.2*2.5*2.5mm

High Current Handling Capability 1000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS AND RECOMMENDED SOLDERING PAD

1.2mm

1.2mm

3mm

1.5mm

2.5±0.2mm

3.2±0.2mm

2.5±0.2mm

D

C

B

A

E

F

G

Ref. mm

C

B

A

G

D

F

E

SG3225

1 2

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)



2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2
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SG4532B070

SG4532B075

SG4532B090

SG4532B150

SG4532B200

SG4532B300

SG4532B350

SG4532B400

SG4532B470

SG4532B600

SG4532B800

SG4532B1000

2

2

2

2

2

2

2

2

2

2

2

2

2

2SG4532B1400

SG4532B090H 2

2

2

2

2

2

2

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

550

550

650

600

700

850

850

950

850

800

1200

1400

1500

1950

600

SG4532B420

49-91

53-97

72-108

120-180

160-240

240-360

280-420

320-480

376-564

336-504

480-720

640-960

800-1200

1200-1600

1200-1600
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FEATURES

Surface Mounting Design 4.5*3.2*2.7mm

High Current Handling Capability 2000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS AND RECOMMENDED SOLDERING PAD

2.8mm

4.0mm

5.2mm

D

C

3.2±0.3mm

4.5±0.3mm

2.7±0.3mm

B

A

E

F

D
C

BA

E

F

Ref. mm

Recommended Pad Size

SG4532

1 2

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)



SG5042
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SG5042B075

SG5042B090

SG5042B150

SG5042B200

2

2

2

2

53-97

72-108

120-180

160-240

SG5042B300

SG5042B350

SG5042B400

SG5042B420

SG5042B470

SG5042B600

SG5042B800

2

2

2

2

2

2

2

240-360

280-420

320-480

336-504

376-564

480-720

640-960

FEATURES

Surface Mounting Design 5.0*5.0*4.2mm

High Current Handling Capability 5000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS AND RECOMMENDED SOLDERING PAD

D

C

B

A

E

F

G

Ref.

0.5±0.1

4.2±0.3

5.0±0.2

5.0±0.2

4.7

2.5

5.5

mm

G

E

F
A B C

D
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Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

5 5 0.8

5 5 0.8

5 5 0.8

5 5 0.8

0.85 5

5 5 0.8

5 5 0.8

5 5 0.8

5 5 0.8

5 5 0.8

600

600

600

700

850

850

950

950

1000

1200

1400 5 5 0.8

1 2

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)
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SG2R05B075

SG2R05B090

SG2R05B150

SG2R05B230

SG2R05B300

SG2R05B350

SG2R05B420

SG2R05B470

SG2R05B600

SG2R05B800

SG2R05B3000

SG2R05B3600

2

2

2

2

2

2

2

2

2

2

2

2 5 5

53-97

72-108

120-180 

184-276

240-360

280-420

336-504

376-564

480-720

640-960

2400-3600

2880-4320

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

FEATURES

Size Design Φ5.5*6.0mm

High Current Handling Capability 5,000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS

Φ5.5±0.2 

Φ0.8

62±2 

6±0.2 

C

D

B

A

Ref.
Millimeters

Outline Dimensions

A

D

B

C

SG2R05

1 2

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

3900

600

600

700

700

850

850

850

850

1300

1500

3900 5 5

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)



FEATURES

Size Design 5.4*5.4*5.0mm

High Current Handling Capability 5000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 
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SG2R05B075A

SG2R05B090A

SG2R05B150A

SG2R05B230A

SG2R05B300A

SG2R05B350A

SG2R05B420A

SG2R05B470A

SG2R05B600A

2

2

2

2

2

2

2

2

2

53-97

63-117

120-180

184-276

240-360

280-420

336-504

376-564

480-720

DIMENSIONS AND RECOMMENDED SOLDERING PAD

D

5.4±0.1

3.8

5.0±0.2

0.5±0.1

Φ5.0±0.1

Φ5.4±0.1

B

A

E

F

G

H 5.7

1.2

1.2

5.8

I

J

K

Ref. mm

H

I J

K

B

A

E

D

GF

SG2R05-A

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

600

650

900

900

900

1000

1000

1050

1150

1 2

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)



FEATURES

Size Design 5.4*5.4*4.0mm

High Current Handling Capability 5000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 
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SG2R05B075B

SG2R05B090B

SG2R05B150B

SG2R05B230B

SG2R05B350B

SG2R05B420B

SG2R05B470B

SG2R05B600B

2

2

2

2

2

2

2

2

53-97

72-108

120-180

184-276

280-420

336-504

376-564

480-720

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

PRODUCT DIMENSIONS AND RECOMMENDED SOLDERING PAD

D

C

5.4±0.15

3.8

Φ6.6±0.2

4.0±0.2

0.5±0.1

Φ4.7±0.2

Φ5.4±0.15

B

A

E

F

G

H 4.7

1.3

1.3

3.9

I

J

K

Ref. mm

H

I J

K

B

A

E

D

GF

SG2R05-B

Schematic 
Symbol

1.0

1.0

1.0

1.0

1.0

1.0

1.0

1.0

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

600

600

600

600

600

650

750

1200

1 2

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)



SG2R06-A
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SG2R06B075A

SG2R06B090A

SG2R06B150A

SG2R06B230A

SG2R06B250A

SG2R06B300A

SG2R06B350A

SG2R06B400A

SG2R06B470A

SG2R06B600A

SG2R06B800A

SG2R06B1000A

SG2R06B1200A

SG2R06B1800A

2

2

2

2

2

2

2

2

2

2

2

2

2
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FEATURES

Surface Mounting Design 6.2*6.2*4.2mm

High Current Handling Capability 10000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS AND RECOMMENDED SOLDERING PAD

D

C

B

A

E

F

G

H

Ref.

0.6±0.1

4.2±0.3

6.2±0.2

6.2±0.2

Ф6±0.1 

3.5

6.8

1.2

mm

GE

F

H

A B C

D

1 2

2

60-90

72-108

120-180

184-276

200-300

210-360

280-420

320-480

376-564

480-720

640-960

800-1200

960-1440

1440-2160

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

550

550

550

650

650

800

850

800

900

1000

1200

1600

1800

2600

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)
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FEATURES

Surface Mounting Design 8.3*8.3*6.0mm

High Current Handling Capability 20000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

DIMENSIONS AND RECOMMENDED SOLDERING PAD

A

B

C

D

E

F

T

S

Ref.

8.0±0.2

0.5±0.1

9.0

8.3±0.2

6.7

1.2

6.0±0.25

9.0±0.4

mm
E

F

C

B

T

DA

S

SG2R08-A

SG2R08B075A

SG2R08B090A

SG2R08B150A

SG2R08B200A

SG2R08B230A

SG2R08B300A

SG2R08B350A

SG2R08B400A

SG2R08B470A

SG2R08B600A

SG2R08B800A

SG2R08B1000A

SG2R08B1500A

SG2R08B2000A

SG2R08B2500A

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

1 2

60-90

72-108

120-180

160-240

181-276

240-360

280-420

320-480

376-564

480-720

640-960

800-1200

1200-1800

1600-2400

2000-3000

20

20

20

20

20

20

20

20

20

20

20

10

10

10

10

20

20

20

20

20

20

20

20

20

20

10

10

10

10

10

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

550

550

450

500

550

600

650

750

800

900

1150

2400

2900

3200

1400

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)
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SG2R08B075

SG2R08B090

SG2R08B150

SG2R08B230

SG2R08B350

SG2R08B420

SG2R08B3000

SG2R08B2000

SG2R08B3500

2

2

2

2

2

2

FEATURES

Size Design Φ8.0*6.0mm

High Current Handling Capability 10,000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS

Φ8.0±0.2 C

Φ0.8D

B

62±2 

6±0.2 

A

Ref
Millimeters

Outline Dimensions

A

D

B

C

SG2R08

1 2SG2R08B470 2

SG2R08B600 2

SG2R08B420H 2

SG2R08B1400 2

SG2R08B1600 2

SG2R08B2500 2

2

2

2

60-90

72-108

120-180

184-276

280-420

336-504 

376-564

480-720

336-504

1120-1680

1280-1920

2000-3000

1600-2400

2400-3600

2800-4200

10

10

10

10

10

10

10

10

20

5

5

5

5

5

5

10

10

10

10

10

10

10

10

20

5

5

5

5

5

2.5 1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5500

500

500

750

950

950

1000

1300

950

2150

2300

3500

2300

4500

2100

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)
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PRODUCT DIMENSIONS AND RECOMMENDED SOLDERING PAD

0.5±0.2

1.0±0.2

7.3±0.2

0.5±0.2

5.0±0.2

C

B

F

E

D

A

Ref.
Millimeters

Outline Dimensions

5.0±0.2

E

F

A

B C D

6.5

5.
6

3.25

1.8 1.5

FEATURES

Surface Mounting Design 8.3*8.3*6.0mm

High Current Handling Capability 20000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

SG2R09B075

SG2R09B090

SG2R09B150

SG2R09B200

3

3

3

3

SG2R09B230 3

3

3

3

3

3

3

3

3

3

3

60-90

72-108

120-180

160-240

184-276

240-360

280-420

320-480

376-564

480-720

640-960

800-1200

1200-1800

1600-2400

2000-3000

SG2R09B300

SG2R09B350

SG2R09B400

SG2R09B600

SG2R09B1500

SG2R09B470

SG2R09B800

SG2R09B1000

SG2R09B2000

SG2R09B2500

SG2R09

1 2

20

20

20

20

20

20

20

20

20

20

20

10

10

10

10

20

20

20

20

20

20

20

20

20

20

10

10

10

10

10

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

550

550

450

500

550

600

650

750

800

900

1150

2400

2900

3200

1400

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)
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PRODUCT DIMENSIONS AND RECOMMENDED SOLDERING PAD

0.5±0.2

1.6±0.2

7.6±0.3

0.5±0.2

5.0±0.2

C

B

F

E

D

A

Ref.
Millimeters

Outline Dimensions

5.0±0.2

E

F

A

B C D

6.6

5.
6

3.3

2.0 1.5

FEATURES

Surface Mounting Design 5.0*5.0*7.5mm

High Current Handling Capability 5,000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

SG3D05

SG3D05B075

SG3D05B090

SG3D05B150

SG3D05B200

SG3D05B230

SG3D05B250

SG3D05B350

SG3D05B420

SG3D05B470

SG3D05B600

SG3D05B800

3

3

3

3

3

3

3

3

3

3

3

53-97

72-108

120-180

160-240

184-276

200-300

280-420

336-504

376-564

480-720

640-960

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

600

600

600

700

600

700

900

900

900

1200

1500 5 5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1

3

2

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)
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FEATURES

Surface Mounting Design 5.0*5.0*7.3mm

High Current Handling Capability 5,000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS AND RECOMMENDED SOLDERING PAD

0.5±0.2

1.0±0.2

7.3±0.2

0.5±0.2

5.0±0.2

C

B

F

E

D

A

Ref.
Millimeters

Outline Dimensions

5.0±0.2

E

F

A

B C D

6.5

5.
6

3.25

1.8 1.5

SG3D05-A

SG3D05B075A

SG3D05B090A

SG3D05B150A

SG3D05B200A

SG3D05B230A

SG3D05B250A

SG3D05B350A

SG3D05B420A

SG3D05B470A

SG3D05B600A

SG3D05B800A

3

3

3

3

3

3

3

3

3

3

3

53-97

72-108

120-180

160-240

184-276

200-300

280-420

336-504

376-564

480-720

640-960

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

600

600

600

700

600

700

900

900

900

1200

1500 5 5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1

3

2

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)



FEATURES

Size Design 5.0*5.0*7.5mm

High Current Handling Capability 5000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS

H I

7.5±0.3

1.5±0.3

0.5±0.2

6.4

5.5

2.8

1.6 

5.0±0.2

5.0±0.2

C

D

E

F

G

H

I

B

A

Ref.
Millimeters

Outline Dimensions

B

Recommended Pad Size

A

C

ED

F

G
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SG3D05B075B

SG3D05B090B

SG3D05B150B

SG3D05B200B

SG3D05B230B

SG3D05B250B

SG3D05B350B

SG3D05B420B

SG3D05B470B

SG3D05B600B

SG3D05B800B

3

3

3

3

3

3

3

3

3

3

3

53-97

72-108

120-180

160-240

184-276

200-300

280-420

336-504

376-564

480-720

640-960

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

Schematic 
Symbol

SG3D05-B

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

5 5

600

600

600

700

600

700

900

900

900

1200

1500 5 5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1.5

1

3

2

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)



SG3R06
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SG3R06B075

SG3R06B090

SG3R06B150

SG3R06B230

SG3R06B300

SG3R06B350

SG3R06B420

SG3R06B470

3

3

3

3

3

3

3

3

SG3R06B600

SG3R06B800

3

3

53-97

72-108

120-180

184-276

240-360

280-420

336-504

480-720

640-960

376-564

Part Number
(Reference)

Pin
Number

DC Beakdomn
Voltage(V)

FEATURES

Size Design Φ6.0*8.0mm

High Current Handling Capability 10,000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS

3.3±0.3C

4.4±0.3D

4.4±0.3E

Φ6.0±0.2F

Φ0.8G

11±1H

B

8.0±0.3

5.0±1.0

A

Ref.
Millimeters

Outline Dimensions
H

C

D E

F

G
B

A

Schematic 
Symbol

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

600

600

850

700

900

900

1000

1000

1200

1500

2

2

2

2

2

2

2

2

2

2

1 3

2

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)
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SG3R08-C

FEATURES

Size Design 8.0*10.0mm

High Current Handling Capability 10,000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS

10.0±0.5C

1.5±0.2D

0.5±0.1E

10.0F

5.0G

8.0H

3.0I

1.5J

B

8.0+0.2,-0.8

7.9±0.2

A

Ref
Millimeters

Outline Dimensions

B

Recommended Pad Size

A

C

ED

F
G

JI

H

3

3

3

3

3

3

3

3

3

SG3R08B075C

SG3R08B150C

SG3R08B230C

SG3R08B350C

SG3R08B420C

SG3R08B470C

SG3R08B600C

SG3R08B800C

SG3R08B090C

Part Number
(Reference)

Pin
Number

60-90

120-180

184-276

280-420

336-504

376-564

480-720

640-960

72-108

DC Beakdomn
Voltage(V)

Schematic 
Symbol

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

700

600

600

700

900

950

1000

1200

1500

2

2

2

2

2

2

2

2

2

1 3

2

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)
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3SG3R08B075

SG3R08B150

SG3R08B230

SG3R08B350

SG3R08B420

SG3R08B470

SG3R08B600

SG3R08B800

3

3

3

3

3

3

3

3SG3R08B090

Part Number
(Reference)

Pin
Number

60-90

120-180

184-276

280-420

336-504

376-564

480-720

640-960

72-108

DC Beakdomn
Voltage(V)

FEATURES

Size Design Φ8.0*10.0mm

High Current Handling Capability 10,000A @ 8/20 μs

Low Capacitance and Insertion Loss 

Quick Response and Long Service Life 

Moisture sensitivity level：Level 1 

PRODUCT DIMENSIONS

C

D

E

F

G

H

B

A

Ref.

4.0±0.5

4.4±0.3

4.4±0.3

Φ8.0±0.2

Φ1.0

13±1

10±0.3

7.0±0.5

Millimeters

Outline Dimensions
H

C

D E

F

G
B

A

SG3R08

Schematic 
Symbol

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

700

600

600

700

900

950

1000

1200

1500

2

2

2

2

2

2

2

2

2

1 3

2

1KV/us
[Max]

(V)

50Hz
1sec
(A)

8/20us
[Typ]
(KA)

Cj
[max]
(pF)
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